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ABSTRACT 
The objective of this study is to show the applicability of Flow 
Network Modeling (FNM) in analyzing liquid cooling systems 
that incorporate microchannel heat sinks. The study is divided 
in two parts. In the first part, an analytical model of a 
microchannel heat sink is proposed and its validity is 
established by comparison with a detailed CFD analysis. In 
the second part of the study, a liquid cooled system that 
accommodates three microchannel heat sinks is analyzed 
using Flow Network Modeling (FNM). In the FNM method, 
the pressure drop and heat transfer coefficient of the 
components in the system are calculated using analytical or 
empirical correlations. The goal of the analysis is to balance 
the liquid flow passing through each heat sink such that the 
chips case temperature remains below recommended values. 
This study illustrates the use of the FNM technique for 
analyzing liquid cooled systems and microchannel heat sinks. 
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NOMENCLATURE 
Af Fin base area 
Bw Heat sink base height 
Cp Fluid thermal capacity 
Cw Channel width 
Dh Hydraulic diameter 
Fw Fin width 
Fh Fin height 
f Friction factor 
H Height of the heat sink 
HSAR1 Heat sink with aspect ratio of one 
HSAR1 Heat sink with aspect ratio of two 
h Heat transfer coefficient 
ks Silicon thermal conductivity 
L Length of the heat sink 
m&  Mass flow rate 
P Pressure 
Pr Prandtl number  
q” Heat flux 
q Heat flow 
ReD Reynolds number based on Dh 

sT  Channel wall average temperature 

bT  Heat sink average base temperature 
W Width of the heat sink 
V Average velocity 
 
Greek symbols 
ρ Water density 
η Fin efficiency 
 
 

INTRODUCTION 
The heat density of the new-generation chips is predicted to 
exceed 100 W/cm2 in the near future [1]. As a result, it will be 
very difficult for the traditional air cooled heat sinks to keep 
the junction temperature below acceptable values. Another 
concern is the relatively large size of the air cooled heat sinks 
which defies the market demand for more compact electronics 
devices. Microchannel liquid cooled heat sinks are attractive 
alternatives for the traditional air cooled heat sinks [2]. The 
flow of coolant in these heat sinks is usually laminar due to 
the small hydraulic diameter of the microchannels [2, 3]. Also, 
the flow inside the microchannels is hydrodynamically and 
thermally fully developed [3]. Therefore, the flow and thermal 
analysis of individual microchannel heat sinks is rather simple. 
However, the heat sinks are usually parts of a cooling system 
where the flow in the rest of the system may be turbulent. The 
combination of laminar and turbulent flow makes the thermal 
analysis of the entire system complex.  
 
This study is divided into two parts. First, an analytical model 
of a microchannel heat sink is constructed and its validity is 
verified by a detailed calculation using Computational Fluid 
Dynamics (CFD). In the second part of the paper, a typical 
liquid cooled system utilizing microchannel heat sinks is 
analyzed. The goal of the study is to balance the coolant flow 
through the heat sinks based on their heat loads. For this part 
of the study, the technique of Flow Network Modeling (FNM) 
is used. FNM is a valuable technique for quick prediction of 
system-wide flow and temperature distribution in thermal 
design of electronics equipments. Ellison [4] presented a 
traditional use of flow network analysis in the design of 
electronics cooling systems. A generalization of this technique 
has been proposed by Belady et al. [5]. This paper presents an 
application of FNM to a liquid cooling system. 
 



THE PHYSICAL SYSTEM 
In this study, microchannel heat sinks with two different 
aspect ratios of the channel are used. We call these heat sinks 
HSAR1and HSAR2, with aspect ratio of 1 and 2 respectively. 
The schematic of the heat sinks under consideration and their 
dimensions are shown in figures 1 and 2. The heat flux is 
supplied at the bottom of the heat sink. It is assumed that the 
top surface of the heat sink is not participating in the heat 
transfer. In other words, the entire heat flow is transferred to 
the coolant through the channel base and vertical walls. 
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Figure 1. The schematic and overall dimensions of the 
microchannel heat sink (The drawing is not to scale) 
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Figure 2. Dimensions of the microchannel heat sink (The 

drawing is not to scale) 
 
Table 1 shows the geometrical quantities for the two heat 
sinks. The heat flux is supplied to the entire bottom area of 
the heat sink which is 4 cm2. The total number of channels 
is 100 and the total length of the channels is 20 mm. Since it 
is assumed that the total heat will be transfer to the coolant 
from the base and the vertical walls of the channel, the 
thickness of the top section of the heat sink is irrelevant. 
The heat sink material is silicon with thermal conductivity 
of 150 W/mK. The cooling liquid is water and the water 
inlet temperature is 20 degree C. A uniform heat flux of 
400,000 W/m2 is applied at the bottom of the heat sink, 
which generates a total heat flow of 160 W. The analysis is 
done for various mass flow rates of water ranging from 5 to 
30 milligram/s. Consequently, the inlet velocity of the water 
varies from 0.4 to 2 m/s for HSAR1 and 0.1 to 1 m/s for 
HSAR2. For all cases the channel Reynolds number is small 
(below 240) and the flow inside microchannels is laminar. 
 
 
 

Table 1. Geometrical quantities for HSAR1 and HSAR2 
 

 HSAR1 HSAR2 
W (cm) 2 2 
L (cm) 2 2 
H (µm) 350 350 
Cw (µm) 120 120 
Fw (µm) 80 80 
Bh (µm) 200 200 
Fh (µm) 120 240 
No. of Channels 100 100 

 
 

THE CFD APPROACH 
The CFD calculation reported here is conducted using a 
commercial general purpose CFD software package 
COMPACTTM [6], which solves the three-dimensional form of 
mass, momentum, and energy equations. The problem under 
consideration is a conjugate heat transfer problem which 
involves heat transfer in both solid and liquid. The governing 
equations are discretized on a Cartesian grid using the finite-
volume method described by Patankar [7]. 
 
The CFD calculation of the entire heat sink with 100 channels 
is very intensive and time consuming. Since all the channels 
are geometrically identical and receive the same flow rate and 
heat flux the calculation domain can be restricted to only one 
channel. Note that the end effects can be ignored since the 
heat transfer from the side walls of the heat sink only affects a 
few channels in each side of the heat sink. Also, due to the 
symmetry in the flow and heat transfer across a channel the 
computational domain can be limited to half of a channel and 
half of the fin adjacent to the channel. Figure 3 shows the 
computational domain and the boundary conditions. Table 2 
summarizes the boundary conditions. 
 
The number of control volumes used for all calculations 
presented in this paper is 100 × 20 × 40 in the x, y, and z 
directions respectively. To assure that the results obtained are 
grid independent the number of control volumes was increased 
to 200 × 40 × 80. The changes in the overall pressure drop 
across the heat sink and the average heat sink base 
temperature were less than one percent. Therefore, the results 
presented here are considered to be grid independent. 

 
Table 2. Flow and thermal boundary conditions 

 
Boundary Flow B.C. Thermal B.C. 
Front inlet Inlet Adiabatic 
Front Solid Wall Adiabatic 
Back Outlet Outlet Adiabatic 
Back Solid Wall Adiabatic 
Left Symmetry Symmetry 
Right Symmetry Symmetry 
Bottom Wall Const. Heat Flux 
Top Wall Adiabatic 
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Figure 3. The computational domain and boundary 
conditions 

 
 

THE ANALYTICAL APPROACH 
The Reynolds number of flow inside the microchannels is less 
than 240 and the flow is laminar. The flow is assumed to be 
hydrodynamically and thermally fully developed throughout 
the channel. The hydrodynamic and thermal entry lengths can 
be calculated from the following expressions: 
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where Dh is the hydraulic diameter, ReD is the Reynolds 
number based on the hydraulic diameter, and Pr is the Prandtl 
number. The hydrodynamic entry length for the microchannels 
under consideration is very small and can be neglected. 
However, the neglect of the thermal entry length may 
introduce some error especially at the large flow rates. This 
will later be examined with reference to the CFD results. 
 
The pressure drop across channels can be obtained from Darcy 
equation: 
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where f is the friction factor, L is the length of the channel, ρ is 
density, and V is the average fluid velocity. The value of f can 
be obtained analytically by solving the momentum equation 
inside the channel. For rectangular channels with aspect ratio 
of one and two the value of fReD is 57 and 62 respectively [8]. 
 
For the heat transfer analysis, the flow inside a rectangular 
channel with constant heat flux is considered. Figure 4 shows 
the calculation domain for one of the microchannels under 

consideration. The bottom of the channel receives a uniform 
heat flux. Two vertical planes pass the middle of the channel 
walls and are adiabatic. The top of the channel is adiabatic too. 
The goal of the analysis is to calculate the average wall 
temperature of the heated surface at the bottom of the heat 
sink (the heat sink base temperature). Heat spreads in the solid 
through conduction and enters to the water flow through 
convection from the inner walls of the channel. 
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Figure 4. Calculation domain for one microchannel 

 
Due to the high thermal conductivity of the silicon it can be 
assumed that the temperature of the inner wall of the 
channel is uniform at each longitudinal cross section (the 
CFD results presented in the next part support this 
assumption). The problem can be considered as a classical 
conduction problem in a fin as shown in figure 5. 
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Figure 5. Another calculation domain 

 
Then, the effective heat transfer perimeter at the inner wall of 
the channel is: 
 

hwPerimeter FCHT η2+=  (4) 
 
where η is the fin efficiency and can be calculated as follows: 
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h is the heat transfer coefficient, 2L is the fin heated perimeter 
which is twice the length of the channel, ks is silicon thermal 
conductivity, and Af is the fin base area. The following 
relationship exists between the heat flux at the external wall of 
the channel and the heat flux at the internal walls of the 
channel: 
 
 ( )hwwwext FCqFCq η2)( .int. +′′=+′′  (7) 
 
Therefore, the heat flux at the channel internal wall is: 
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The channel internal surface temperature at any cross section 
along the channel (in the x direction) can be calculated from 
the energy balance across the channel as follows: 
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Ti is the water inlet temperature, m&  is the water mass flow 
rate. The second term in the above equation is the rise in the 
average water temperature at location x. The third term is the 
difference between the water and the channel internal surface 
temperature at location x. The average temperature of the 
internal wall of the channel can be obtained by integrating the 
above equation along the length on the channel. 
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The average base temperature of the heat sink can be 
calculated using a one dimensional conduction equation 
between the base of the heat sink and the internal surface of 
the channel. 
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The heat transfer coefficient is obtained analytically for the 
fully developed laminar flow inside rectangular channels. The 
Nusselt number for the laminar flow inside rectangular 
channels with constant heat flux is 3.61 and 4.12 for channel 
aspect ratio of one and two respectively. 

 
 

RESULTS 
The CFD solution includes the calculation of the pressure and 
velocity fields in the rectangular microchannels. The 
calculated values of fReD agree with the analytical values of 57 

and 62 (for the two aspect ratio) to four significant figures. 
The more important outcome of the CFD calculation is the 
temperature distribution.  Figure 6 and 7 show the temperature 
distribution inside the microchannel and silicon substrate for 
the HSAR1 and the water mass flow rate of 5 milligram/s. The 
temperature distribution for other cases is similar to the one 
shown below. 

 

 
Figure 6. Temperature distribution inside HSAR1 at yz planes. 
 

 
Figure 7. Temperature distribution inside HSAR1 at xy 

planes 
 

The solid and fluid temperature increases along the x axis due 
to the heating. At each cross section of the channel the solid 
stays almost at the same temperature while the isotherms in 
the fluid are very close. The temperature change in the solid 
from base of the heat sink to the inner walls of the channel is 
less than 0.5 degree C. Also, it can be seen that the channel 
inner wall temperature is uniform at each cross section which 



supports the assumption made for the analytical solution at the 
previous section. 
 
The results for the average heat sink base temperature are 
shown in figures 8 and 9. The base temperature changes 
inversely with flow rate as equation (10) suggests and reaches 
an asymptote at high mass flow rates. Here, the agreement 
between the results obtained from the two approaches is very 
good. The discrepancy between the results at the higher mass 
flow rates is due to neglecting the thermally entry length in the 
analytical approach. At the highest flow rate, this discrepancy 
can be seen to be about 10%.  
 
Figures 8 and 9 also reveal the effect of the different aspect 
ratios of the two heat sinks. The base temperature of HSAR2 
is about 3 degree C below the one for HSAR1. HSAR2 
provides more heat transfer area which results in lower wall 
temperature although the Nusselt number is higher for 
HSAR1. In other words, the internal heat flux shown in 
equation (8) is smaller for HSAR2. Therefore, HSAR2 is more 
effective in cooling the chips. 
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Figure 8. Average base temperature for HSAR1 
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Figure 9. Average base temperature for HSAR2 

The thermal resistance of a heat sink is defined as the ratio of 
difference between average base temperature and inlet fluid 
temperature to the total heat flow. 
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Figures 10 and 11 show the comparison between the thermal 
resistance calculated by CFD and analytical approaches for 
HSAR1 and HSAR2 respectively. 
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Figure 10. Thermal resistance for HSAR1 
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Figure 11. Thermal resistance for HSAR2 
 
 

A LIQUID COOLED SYSTEM UTILIZING 
MICROCHANNEL HEAT SINKS 

In this section a typical thermal design problem for a liquid 
cooled system is presented.  The essential components in a 
liquid cooled system are pump, heat sink or cold plate, heat 
exchanger, and piping. The Pump circulates the coolant (water 
in this case) through the system. The heat sink or cold plate 
removes heat from the high heat load chips. The heat 
exchanger transfers the heat out of the system, and the piping 
system provides connections between the components. 



Figure 12 shows the physical system which utilizes three 
HSAR1. The flow and thermal characteristics of the HSAR1 
have been established through the analytical approach 
described earlier. The heat sinks are arranged in a parallel 
manner through a cooling manifold. The heat loads for heat 
sinks 1, 2, and 3 are 70, 120, and 200 Watts respectively. The 
average case temperature of the chips which is the same as the 
base temperature of the heat sinks should stay below 40 
degree C to ensure proper performance of the chips. Four main 
system level design issues can be identified for this problem. 
 
1) Sizing the pipes to minimize the pressure drop in the system 
2) Selecting the pump to provide the needed total flow rate 
3) Selecting the heat exchanger to maintain the proper coolant 

temperature 
4) Balancing the flow through heat sinks to ensure the proper 

cooling of the chips 
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Figure 12. A liquid cooled system 

 
The combination of available solutions for each issue creates 
many design choices. A fast and efficient technique is needed 
to find the best design from the possible options within the 
design time constraint. The technique of Flow Network 
Modeling (FNM) explained in the next section is the technique 
of choice since it can evaluate many design options accurately 
in a very short time. 
 
Analyzing all the design options is beyond the scope of this 
paper. The goal of this study is limited to balance the coolant 
flow through heat sinks to keep the heat sinks base 
temperature below 40 degree C. An effective heat exchanger 
is selected which maintains the water exit temperature (the 
inlet temperature to the heat sinks) at about 20 degree C. The 
diameter of the piping is 3 mm throughout the system. 
 
 

THE FNM TECHNIQUE 
A brief description of the FNM technique is provided in this 
section for completeness. More details of this methodology are 
described at [4] and [5].  
 
FNM is a generalized methodology involving representation 
of a flow system as a network of components and flow paths 
for the purpose of predicting system-wide distribution of flow 
rates and temperatures. Practical electronics cooling systems 

can be represented as a network of components such as pipes, 
ducts, heat sinks, screens, filters, cold plates, pumps, heat 
exchanger, etc. Each component in the flow network is 
represented by empirical correlations that relate pressure drop 
and heat transfer rate to the corresponding flow rate. The flow 
and thermal performance of the system is predicted by 
imposition of the conservation of mass, momentum, and 
energy over the flow network. The set of discrete equations for 
the network is solved to calculate velocity, pressure, 
temperature, and the related quantities throughout the system. 
 
Overall flow characteristics of standard components such as 
pipes, ducts, screens, and bends can be obtained from 
handbooks by Idelchik [9] and Blevins [10]. For nonstandard 
components supplier data, CFD analysis, or test data can be 
used to get the flow characteristics. Empirical correlations are 
also used for heat transfer coefficients needed in determining 
the heat losses or surface temperatures. Because of the use of 
overall component characteristics, FNM-based analysis is very 
quick in terms of model definition and computational time. 
Further, use of empirical characteristics assures that 
predictions of the system performance obtained from FNM 
analysis are accurate over wide range of operating conditions. 
The strength of FNM is its ability to analyze system-wide 
interaction of the individual components in a rapid and 
accurate manner. 
 
In the present study, a commercially available program 
MacroFlow [11] that incorporates the FNM technique is used 
for analysis of the flow and temperature distribution within the 
system. 
 

THE FNM MODEL FOR THE SYSTEM 
The liquid cooled system is represented as a network of 
components through which water flows. The flow and thermal 
characteristics of standard components such as pipes, bends, 
and Tee junctions, are available from handbooks. The 
characteristics of the microchannel heat sinks are determined 
by the analytical model presented earlier in this paper. The 
characteristics of components such as pump and heat 
exchanger are available through the manufacturers of those 
components. FNM considers the interaction of the various 
flow impedances and the pump characteristics curve to 
determine the total flow rate and the flow rates through 
individual components. Also, temperature distribution in the 
system is calculated by solving a set of algebraic equations 
which represents the energy conservation for individual 
components. 
 
Figure 13 shows the flow network model of the system. The 
pump circulates the water through the closed loop. Water 
enters the inlet side of the manifold, splits through the three 
heat sinks, and leaves from the exit side of the manifold. This 
type of manifold is called an S-shape manifold since it looks 
like the letter S. Water picks up heat from the heat sinks and 
leaves the manifold at a higher temperature. The water then 
enters the heat exchanger, transfers the heat to the ambient, 
leaves heat exchanger at a lower temperature, and enters the 
pump. 



 
Figure 13. FNM model of the original liquid cooled system 

 
 

 
 

Figure 14. FNM model of the modified liquid cooled system
 
 

BALANCING THE FLOW THROUGH THE HEAT 
SINKS 

The original design of the system was modeled using FNM 
technique to calculate the flow and temperature distribution in 
the system. The calculated, flow rate, pressure drop, water 
temperature, and heat sink base temperature are shown in 
figure 13. The total flow rate through the system is 3.3×103 
kg/s. The three heat sinks receive almost the same flow rate 
which is one third of the total flow rate. The small differences 
in the heat sinks flow rates are due to the losses in the 
manifold. The base temperature of heat sink-1 is 33.1 degree 
C which is below the 40 C design requirement. However, the 
base temperatures for heat sink-2 and heat sink-3 are 42.3 C 
and 49.8 C respectively. To maintain the base temperature of 
all the heat sinks below the design criteria, the flow rates 

should be balanced based on the chips heat load. An effective 
way to balance the flow rate is to use micro orifices in each 
branch of the cooling manifold and adjust their openings to 
balance the flow rate. This is a trial and error procedure and 
needs many trials to achieve the desire flow distribution. 
Adding the orifices will increase the total resistance of the 
system. As a result, a more powerful pump is needed to 
circulate the water in the system. 
 
Figure 14 shows the modified design of the cooling system. 
The flow through the heat sinks is very well balanced. The 
base temperature of all heat sinks is almost the same and less 
than 40 C. That means the flow rate through each heat sink is 
proportional to the heat generated at the chips. The orifice in 
series with heat sink-3 is completely open and creates very 
little pressure drop. The orifice in series with heat sink-2 is 



partially open and creates a pressure drop comparable to the 
heat sink-2 pressure drop. The orifice in series with heat sink-
1 is very restricted and creates a pressure drop about four 
times the pressure drop in the heat sink-1. Note that the total 
pressure drop in each branch of the manifold is the same since 
they are parallel branches and have the same inlet and exit 
pressures. However, each branch has a different K-factor (loss 
factor). Branch-1 has a high K-factor and takes small amount 
of flow rate to produce the overall branch pressure drop. On 
the other hand, branch-3 has the smallest K-factor and takes 
the maximum flow rate (more than four times of the flow rate 
in branch-1) to create the same overall pressure drop. 
Compared to the original design, the total flow rate through 
the system has increased to 4.5×103 kg/s since a more 
powerful pump is added to the system. Although it has not 
been shown here, using a more powerful pump without the 
orifices cannot bring the base temperature of heat sink-3 
below 40 C due to the flow maldistribution in the manifold. 
Figure 15 and 16 show the mass flow rate and base 
temperature of the three heat sinks for the original and 
modified designs. 
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Figure 15. Mass flow rate through heat sinks 
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CONCLUSION 
An analytical model of microchannel heat sink is described. 
The problem is also solved by using the CFD technique. It is 
shown that the flow and heat transfer characteristics given by 
the analytical model agree very well with the CFD results. 
 
In the second part of the paper, a typical liquid cooled system 
with three microchannel heat sinks has been analyzed using 
FNM technique. The goal of the analysis is to balance the flow 
through the heat sinks based on their heat loads. Orifices with 
different openings are used to balance the flow in the heat 
sinks. The modified design meets the design requirements. 
The FNM technique provides an effective way of obtaining 
system-wide results for flow and heat transfer.  
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Figure 16. Heat sinks base temperature 


